Transmission/Reflection Stage

Data Sheet

Part Number: TR-Stage-US

Our transmission/reflection stage offers a versatile and affordable platform for precise optical measurements across
a wide range of applications. Designed for use with fiber-optic spectrometers, this modular setup supports both
transmission and reflection configurations, enabling users to analyze sample properties such as absorbance, trans-
mittance, and reflectance. Compatible with various probe types and an integrating sphere, the stage provides
flexible options to accommodate different sample formats and measurement needs—from thin films and coatings
to solids and liquids. Whether for research, quality control, or materials characterization, this cost-effective solution
ensures consistent alignment and reliable data collection.

Key Features:

« Robust design which ensures optical alignment
from sample to sample and the option of
mounting on an optical table.

« Maximum flexibility with two adjustable stages.

« Multiple probe mounting options to facilitate
specular and diffuse transmission, reflection and
thin film metrology.

¢ Removable/adjustable stages with millimeter
scaling.

 Facilitates hands free sample positioning.

Physical Specifications:

« Dimensions: 300mm x 150mm x 465mm
«  Weight: 2kg



TRANSMISSION AND REFLECTION MEASUREMENT SETUPS:
PROBES, INTEGRATING SPHERE, AND APPLICATION FLEXIBILITY

T/R Stage with Angled Probe

T/R Stage with Collimating Lenses

T/R Stage with Thin-Tipped Probe T/R Stage with Probe
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T/R Stage with Integrating Sphere




